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Parts List
TTEM[ QTY | PART NUMBER DESCRIPTION
Back end plate ass - to it -
MROI-130 Rear end pipe section ass 01
MROI-089 Pipe clamping strip
5/8" x 32" threaded rod. STM A193 67
threaded rod.
Flex- seal, SC410, Type 2B. Flex-Seal Couplings

N

alwln

5/8" plain washer

5/8" Hex nut

MROI-088 Pipe section 1

MROI-072 Sub assembly - Pipe support
MROI-084-02 Pipe section 2 -

7/8" palin washer
7/8" Hex Nut.
7/8" threaded rod. 20" long
07802 ub assembly - Anchor support
08403 ipe section 03
¥ ub assembly - Pipe support ©
- ront end pipe section ass 01
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18 | 1 Front end plate ass - to be submitted

i ]} 19 | 12 3/4" plain washer
20 | 12 3/4" Hex nut
T 2| 12 3/4" x 9-1/2" ASTM A193 B chemical anchor -

stud . Embedment depth 6-3/4" (171.5mm)
p7] 5/8" hex nuts
23 5/8" washer
2% 5/8" x 8" rod. ASTM A193 B chemical anchor
stud. Embedment depth 4" (101.6mm)

% 6x40 Slotted stainless steel pin from Anglian
Fasteners. The slots of the pin should be
toward outside.

% RS components, no. 187-0490 stainless
shakeproof washers. Only apply to the bottom
pin (the central one) of each pipe joint. -
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