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Pipe cradle 02
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Angles: `0.35~

N N
P R

S

S.H.S. 50x50x3
EN 10210 S355J2H

S.H.S. 25x25x3 EN10219-2 S355
4 PLACES 

See Note 1

E ANGLE 50x50x6
EN10056-1

5[1/5]
2 PLACES

5[1/5]  
2 PLACES

6.35[1/4]

6.35[1/4]
4 PILLARS 6.35[1/4]

4 PILLARS

6.35[1/4]

4 PLACES

6.35[1/4]
4 PLACES

4 PLACES

Notes:
1. Remove sharp corners of the pads. Add pads only with pipe section in place. Tack weld 

pads to pillars while strapped to n406.4 OD pipe section, then remove pipe to avoid 

overheating before doing fillet welding.  
2. Keep the frame as flat and square as possible.
3. If holes are drilled before assembly for ease of handling, take care to get correct spacing.
4. Keep the pillars a parallel as possible 
 

n11,004 PLACES

406,4

355,60
25,40

8
1
,9

2
4
0
,0

7
6
,2

0

1
7
0
,0

45,4 315,5

30,0

60,0

33,0

60,0

300,0

7,
8

90°

4
5°

2
5
,0

120,0

n
10,80

50
,1

R203,2


